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ÁPrimarily a contest logging software
ÁAll major contests are supported along with 

many minor contests.
ÁCan send SSB/CW/Digital 
ÁCan control your radio
ÁChose and point your antenna
ÁEasy log conversions,  merging and log 

exporting



ÁN1MM can function as general logging 
software
ÁDX4WIN is much better but at a cost of $80
ÁLogger32 by K4CY works well and is free
ÁBoth can input from N1MM to upload to 

LOTW
ÁN1MM is very well supported and maintained
ÁRuns in Windows versions from 2000 to 

Windows 8; 32 and 64 bit systems



ÁFirst Download the full installer
http://n1mm.hamdocs.com/tiki-index.php?page=Full+Install

ÁNext download and install the latest updates
http://n1mm.hamdocs.com/tiki-list_file_gallery.php?galleryId=15

ÁTwo Icons will appear 
a. N1MM Icon for logging
b. Grayline Icon for visual of sunset and 

sunrise
ÁYou will also have a very thorough 931 page 

pdf manual!

http://n1mm.hamdocs.com/tiki-index.php?page=Full+Install
http://n1mm.hamdocs.com/tiki-index.php?page=Full+Install
http://n1mm.hamdocs.com/tiki-index.php?page=Full+Install
http://n1mm.hamdocs.com/tiki-list_file_gallery.php?galleryId=15
http://n1mm.hamdocs.com/tiki-list_file_gallery.php?galleryId=15
http://n1mm.hamdocs.com/tiki-list_file_gallery.php?galleryId=15


Click on the N1MM Icon
ŀƴŘ ǘƘŜƴ Χ



A general 
logging entry 
window 
appears.

bŜȄǘ Χ



Click on Configand
in the drop-down,
click on 
Change Your
Station Data.
ŀƴŘ Χ



¸ƻǳ ǿƛƭƭ ǎŜŜ Χ 

Complete this box
ƛƴ ƛǘΩǎ ŜƴǘƛǊŜǘȅ ŀǎ 
information will be 
used in other areas
of the program.



ÁNow you are ready to use N1MM to log 
general or non-contest QSOs.

Á{ƻ Χ ²Ƙŀǘ ŀōƻǳǘ CƛŜƭŘ 5ŀȅΚ hǊ ŀƴȅ ƻǘƘŜǊ 
contest?



Click on File
then in the 
drop-down
click on 
New Log in 
Database. 
¢ƘŜƴ Χ



¸ƻǳ ǿƛƭƭ ǎŜŜ Χ

In Log Typeselect
the contest, in this 
case FD. Complete 
the rest of this box
for your category
and section.



You are now ready to start on 20 meter SSB for FD! 

Move from box
to box with 
either the tab 
button or 
space bar.
Press enter to 
log the QSO.



Change Bands:
Type the  
frequency in KHz
in the call sign
box and hit 
Enter.



Change Mode:
Type the mode
CW, SSB, RTTY,
PSK in the 
call Sign box 
and hit Enter.





ÁComputer needs to talk with radio through 
one or two computer ports
ÁCW sending needs one port
ÁRadio Control (basic) needs anther port
ÁComputer has serial ports ςEasy
ÁComputer has only USB ports ςBe Careful!

Use only shielded USB-to-Serial adaptors built 
with άC¢5Lέchipset, άtǊƻƭƛŦƛŎέchipset is very 
problematic



ÁThe computer must be interfaced with the 
radio for N1MM to send CW. 
ÁA cable from the serial (or USB) port, to a 

switch, either transistor or optical, to the key 
jack on the radio functions as the interface.
ÁThe interface can be a pair of simple 

homebrew switching transistor circuits.
ÁThe interface can be a more sophisticated 

commercial unit.




